
PH110.1

B C

mm 1050 1930 2800 3730 4500

kg 990 540 370 250 200

110.1
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CRANE WEIGHTS kg

PH110.1 105-125

�T�X�L�F�N���½�W�W�L�Q�J���N�L�W

�6�X�J�J�H�V�W�H�G���R�L�O���¾�R�Z�� �������O���S�H�U���P�L�Q���� �������O���S�H�U���P�L�Q���� �������O���S�H�U���P�L�Q��

*  “D” versionHydraulic extension Standard manual extension Optional manual extension
B/C/D
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Base weight with 
�T�X�L�F�N���½�W�W�L�Q�J���N�L�W 
& 1 mechanical stabiliser                

40

Base weight with 2 
extendable stabilisers 

64-88

�6�X�J�J�H�V�W�H�G���R�L�O���¾�R�Z�� �������O���S�H�U���P�L�Q���� �������O���S�H�U���P�L�Q���� �������O���S�H�U���P�L�Q��

�3�+������

�T�X�L�F�N���½�W�W�L�Q�J���N�L�W

TECHNICAL DATA PH110.1 

Lifting capacity 10kNm 

Max. lifting height 
from crane base 

3400mm 

Max. working slope 5º 

Max. working pressure 200bar 

�6�X�J�J�H�V�W�H�G���R�L�O���¾�R�Z�� �������O���S�H�U���P�L�Q�����������O���S�H�U���P�L�Q���� �������O���S�H�U���P�L�Q��

Electro-hydraulic power 
unit supply voltage 

12V/24V 

Max. absorption 
electro-hydraulic 
power unit (12V) 

160A 

Max. absorption 
electro-hydraulic 
power unit (24V) 

75A 

Hydraulic oil tank 
capacity (H version) 

15l 

Hydraulic oil tank 
capacity (electric version) 

5l 

DIMENSIONS

CRANE A B1 B2

PH 110.1 1210 665 780
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